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Hakkimizda / About Us

Pirlant Kaucuk faaliyetlerine 2010 yilinda istanbul'da baslamis ve kaucuk sektériinde kalite anlayisinin
ylkselmesini amacglamistir.

Seckin kadrosu ve deneyimli personeliyle kuruldugu gliinden bugiine kadar kalitesinden asla taviz vermeden
hizmetini stirdiirmeyi amag edinmistir.

Hamurhane, preshane ve kaliphanesiyle tam donanimli (entegre) tesisimizde EPDM-NITRIL-NEOPREN-SBR-NR
ve silikon kuguklu fitiller ve contalar istenen 6zellikte, teknige uygun olarak, ISO9001 glivencesiyle
uretilmektedir

Pirlant Rubber Company has been manufacturing Rubber products since 2010 and has gained
an unsurpassedreputation worldwide.

Our company'’s priority to supply the best service to our customers with an experianced and dynamic
team.

In our integrated facility, Pirlant Rubber produces; EPDM-NITRIL-NEOPREN-SBR-NR and SILICONE rubber
profiles and gaskets according to demanded technical specifications with ISO9001 quality assrance.

IS®

9001:2008

Cevlilicad

) www.pirlantkaucuk.com




-~
o
-

/

Cam
Lastikleri

Glass Profiles
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Cam Lastikleri

Cam lastikleri, cami cerceveye kolay ve dustiik maliyetle sabitleyerek
ic mekani disaridan izole eden, bir veya iki parcadan olusan profildir.
Ozon ve her turlu hava sartlarina mikemmel dayanim gosterirler

Glass Profiles

Glass profiles are being used to fix the glass to the frame easily,
lowcostly and to isolate the inside areas from outside. They have
excellent resistance to ozone and any air conditions.

www.pirlantkaucuk.com
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Beton Tunel ;|
Contasi

Concrete Tunnel Gaskets
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Kelepce
Lastikleri

Fixing Clamp Profile 4
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Fitilleri

Automotive Profiles
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Otomotiv Fitilleri

Otomobil kapi ve bagaj fitilleri basta olmak Uzere, musteri istegi
dogrultusunda otomotiv sekterline cesitli kaucuk lastikler tiretilmektedir.

Automotive Profiles

Our company can particularly produce automotive door and luggage profiles,
and other automotive profiles according to customer demands.




Cift Komponent
Kapi Ve Bagaj
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Fitillieri ~
Double Component
Door and Luggage Profile
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Cift Komponent Kapi ve Bagaj Fitilleri

Double Component Door and Luggage Profile

(@) www.pirlantkaucuk.com




Frigo Kasa
Fitili

Refrigerated Safe Profiles
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Otomatik Kapi
Filitreleri

Automatic Door Profiles
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Celik Kapi
Fitilleri

Steel Door Profiles
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Aluminyum
Fitilleri

Concrete Tunnel Gaskets
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Kiiciik Mutfak
Aletleri

Small Kitchen Appliance
(Vacuum Cleaners)
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Modiiler

Su
Depolari

Secitonal Water Tank Gaskets
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Dilatasyon
Fitilleri

Dilatation Profiles *
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Dilatasyon Fitilleri

Havaalani pistlerinde, otoyol ve kdpriilerde, endustriyel

zeminlerde ve daha pek ¢ok yerde kullanilan dilatasyon derzlerinin
esnekligini saglamak icin her dlclide EPDM profil iretmekteyiz.

Dilatation Profiles

To provide the flexibility of dilatation joints which are commonly used

at airport runways, highways and bridges, industrial grounds and many other places;
EPDM profiles can be produced with any dimensions.

www.pirlantkaucuk.com




4 D_erz_ Dolgu_ '
‘Fitilleri

Dilatation Profiles * /
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Derz Dolgu Fitilleri

Derz icinde sizdirmazlik ve dolgu goérevini Gstlenebilen bu malzemeler,
sikistirllabilirve bant olmak tzere iki gruba aynilirlar. Yiiksek bikilme direncleri,
elastikiyet, kimyasallara, suya ve girtlti ¢cikartmamasi gibi 6zelliklere sahiptirler.

Dilatation Profiles

These profiles are being used as sealants and fillers in the joints. They are divided into two groups
as compressible and taped. Joint sealants profiles are commonly chosen for their high bending
resistance, flexibility, chamical and water resistance and being noise free.

www.pirlantkaucuk.com
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Other Miscellaneous Products
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Ozel Fitiller

ihtiyac dogrultusunda, teknik resimlere bagl kalarak size 6zel

kauguk fitiller Gretebilmekteyiz. ®
Other Miscellaneous Producrs
And many other kinds of rubber profiles and gaskets can be produced
according to customer demands.
[
o
Gunes kolektorlerinde kullanilan kauguk contalar, Rubber gaskets for solar collectors,
Beyaz esya imalatinda kullanilan cesitli fitiller, Rubber profiles for white goods production
Muhtelif kauguk hortumlar, Various kinds of rubber hoses,
Havuz fitilleri, Pool profiles,
O-ringler, O-rings,
Hayvan yataklari, Animal mats,
Yapiskan bantli fitiller, Adhesive taped profiles,
Agir is makineleri ve askeri zirhli arag fitilleri, Heavy work machines and military armoured vehicles,
Elek koruyucu lastik fitiller, Sieve protector profiles,
Her cesit mazgal fitilleri Any kind of porth hole gaskets

) www.pirlantkaucuk.com
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Wagon Industries
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Gemi
anayi

Ship and wagon
industry
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Presli Kaucuk

Contalar

Compression Rubber Seals
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Presli Kaucuk Contalar

Kompresyon preslerle sartnameye uygun kaugcuk conta imalati yapilmaktadir.

Compression Rubber Seals

Help of compression machines we are able to produce rubber seals.

(@) www.pirlantkaucuk.com
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Sartnameleri karsilayacak miisteri recetelerini en ekonomik bicimde gelistirmek icin laboratuvar 6lcekli karisim
makinalari kullaniimakta ve tim fiziksel ve kimyasal testler laboratuvar asamasinda yapilmaktadir.

(@) www.pirlantkaucuk.com



EPDM - EPDM KAUCUK

Etilen ve propilenden olusan kopolimer ( EPM ) sadece
peroksit ve radyasyon ile pisirilebilir, oysaki bunlara
Dien (EPDM ) ilave edilmesi ile standart kiikurtli
pisirme yontemi kullanilabilir ve boéylece yirtilma
direnci de artirilmis olur.

Ozellikleri

* Yaslanma, ozon, ultraviole 1sin ve atmosferik sartlara
mikemmel dayanim.

* Miikkemmel elektriksel 6zellik ve radyasyon dayanimi.

* Orta derecede metala yapisma é6zelligi.
* Sicakhik araligi -40 ile 120 C . Ancak 140 C surekli
calisma icin formule edilebilir.

NR - TABii KAUCUK

Tabii Kaucuk, kaucuk agacindan elde edilir. Bircok ¢esidi
olmasina ragmen sadece Amazo bdlgesinde yetisen
Havea Brasiliensis tipi ticari olarak kullanilmaktadir.
Dogal yapisi itibari ile homojen bri Girin degildir, fakat
buna ragmen analitik ve gorlintis degerlendirme
kriterlerine gore farkh triin gruplari seklinde
siniflandinimistir.

Ozellikleri

* Mikemmel gerilme dayanimi, elastisite ve yirtilma
direnci gibi mekanik 6zellikler

*35 den 90 Shore A 'ya genis sertlik araligi.

*Yuksek elastikiyet, mikemmel dinamik 6zellikler ve
distuk kompresyon set.

* Mikemmel elektriksel 6zellikler.

* Ozona hassastir. Atmosferik sartlara dayanimi vakslarla
kombine edilmis antiozonant ilavesi ile gelistirilebilir.

* Sicaklik araligi-50ile 90 C..

SBR - STIREN BUTADIEN KAUCUK

Diinyada uretilen sentetik kauguklarin yarisindan fazlasi
SBR dir. SBR yaklasik olarak % 23 oraninda stiren igerir.
Bu orandaki artis sertligin artmasina ve ayni zamanda
disuk sicaklik dayaniminda ve esneklik 6zelliklerinde
gerilemeye sebep olur.

Ozellikleri

* lyi mekanik ézellikler saglayabilmesi icin kuvvetlendirici
dolgu malzemeleri gerektirirler ve tabii kaugcuktan daha
yuksek asinma direncine ulasilabilir.

* Tabii kauguga benzerler fakat yaslanma ve sicaklik
direncleri daha iyidir.

* Tabii kauguga kiyasla daha duslik esneklige sahiptir.

* Orta derecede yirtilma, ozon ve atmosferik dayanima
sahiptir.

* Sicakhk araligi -50ile 110 C..

EPDM - ETHYLENE RUBBER

The copolymers of Ethylene and Propylene (EPM) can
only be vulcanized by peroxides or radiation,whereas
by adding Diene (EPDM) it is possib/e to achieve
conventional vulcanization with sulphur, thereby
increasing their resistance to tearing.

Properties

* Excellent resistance to ageing, ozone, ultraviolet light,
and practically unalterable by weather.

* Excellent electrical properlies and radiation stability.
* Moderate adhesion to metal.

* Temperature range -45 to 120 Celsius. May be
formulated for continuous servicesat 140 Celsius.

NR - NATURAL RUBBER

Natural Rubber is obtained from the robbar tree.

Of the many existing species, only 'Hevea Brasiliensis',
which originated in the Amazan region, is commercially
exploited. Because of its natural origin, it is not a
homogenous product,but even so it is classified

in different grades according to visual and analytical
evaluation criteria.

Properties

* Excellent mechanical properlies, such as tensi/e
strenght, elasticity and tear resistance.

* Wide range of hardnesses, from 35 to 90 Shore A.

* Wide range of hardnesses, from 35 to 90 Shore A.

* Excellent electrlcal properties.

* Sensetive to ozone. Weather resistance can be improved
adding antiozonants combined with waxes.

* Temperature range -50 to 90 Celsius.

SBR - STYRENE BUTADIENE RUBBER

More than haff of the synthetic nibber produced

in the world is SBR. It is synthesised from raw materials
derived from oil. SBR contains approximately

% 23 of styrene.Any increase in this content leads to
the deterioration of its properlies of elasticity and
resistance to low temperatures white at the same time
increasing hardness.

Properties

* |t requires reinforcing fillers to attain good mechanical
properties, and can achieve higher abrasion resistance
than natural rubber.

* Similiar to natural nibber, but with batter ageing and
temperature resistance.

* Lower resilience compared to natural rubber.

* Moderate tearing, ozone and weather resistance.
*Temperature range -50to 110 C.

NBR - NITRIL KAUCUK

ACN miktarina bagli olarak diistik ACN ( 18-24%),
orta ACN (34%) ve yliksek ACN ( 50%) olarak
siniflandirilirlar. ACN miktarinin artirlimasiyla :
*Yag ve yakit dayanimi artar.

* Gerilme dayanimi, asinma direnci, sertlik, sicaklik
dayanimi ve sizdirmazlik 6zellikleri ylikselir.

* DUsuk sicakhktaki esneklik degerleri diser.

NBR - NITRILE RUBBER

Depending on the acrylonitrile content (ACN), they can be
classified as Low ACN ( 18-24%), Medium ACN ( 34%) and
High (50%) content. By increasing the ACN content,
resistance to oils, fuel increases, tensile strenght,
resistance to abrasion, hardness, temperature resistance
and impermeability are improved, resilienece and
flexibiliyat low temperature are reduced.
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+90 (212) 875 14 23
Beylikdiizii Organize Sanayi Bélgesi (B.O.S.B).

Mermerciler Sanayi Sitesi 10. Cadde No:15
Beylikdiizii / iISTANBUL

info@pirlantkaucuk.com | www.pirlantkaucuk.com



